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Fence security level 1
ABAS Protect’s product standard prescribes different levels of security for fence and gates. The product standard for home and 
preschool fence and industrial fence in security level 1 is defined below.

Chain link fence

				    Industry					    Residential / preschool
Mesh height:			   2000 mm, 2500 mm, –4000 mm		  800–1500 mm

Wire diameter Ø:
	 HDG wire 36 μm:		  3.0, 3.5, 4.0 mm				    2.5, 3.0 mm
	 HDG wire 45 μm:	 	 3.0, 4.0 mm				    –
	 Tension wire 36 μm:	 4.0, 4.5 mm				    ◀
	 Tension wire 45 μm:	 4.0, 4.5 mm				    –
	 HDG + PVC wire:		  3.0/2,5, 3.5/3.0, 4.0/3.5 mm			   2.5/2.0, 3.0/2.5 mm
	 HDG + PVC tension wire:	 4.0/3.5, 4.5/4.0 mm				   ◀

Mesh size:			   Normal mesh 50x50 mm			   Home: 50x50 mm / preschool: 40x40 mm
Wire tolerance:			   European norm UNI-EN 10218-2		  ◀
Tensile strength:			   360–510 MPa				    ◀
Mesh tolerance: 			   inner dimensions: ±10 %				    ◀
Height tolerance:			   ±20 mm (stretched fabric)			   ◀
Length tolerance:			   -0+1 %					     ◀

Hot-dip galvanizing:		  UNI-EN 10244-2 (HDG wire)			   ◀ 
				    UNI-EN 10245-2 (PVC wire, core)		  ◀

Posts

				    Industry					    Residential / preschool
Mesh height/post height:		  2000 mm / 2750 mm (incl. 3 rows barbed wire)	 800 mm / 1150 mm
				    2500 mm / 3250 mm (incl. 3 rows barbed wire)	 1000 mm / 1350 mm
									         1200 mm / 1550 mm
									         1500 mm / 2000 mm

Part for casting:			   ca. 400 mm				    ca. 250–400 mm
Model variants:			   Line, corner and end posts (L/C/E)		  ◀

Tube profiles:			   50x50x1.5 mm (L)				    40x40x1.5 mm (L) 
				    60x60x1.5 mm (C/E)			   50x50x1.5 mm (L 1500 mm, C/E)
				    Ø 44x1.5 mm				    ◀

Tension post:			   3500 mm, Ø 44 x 2.0 mm			   ◀

Surface treatment: 		  Hot-dip galvanized (UNI-EN ISO 1461)		 ◀
				    Pre-galvanized (UNI-EN 10346, 25–30 µm)	 ◀
					     + powder coating (ca. 80–100 µm)
				     				     
Assembly details:			   Detail kit with: Plastic caps, braces & rivets	 ◀
				    Corner and end posts: tension bar, turn buckle,	 ◀
					     bolt, nut and washers.

Warranty: 2 years in general for ABAS products.


